
V-Switch quad 

Quad Multiviewer and KVM Switch  

DVI & VGA, HDTV, PS/2 & USB
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V-Switch quad simultaneously displays four analog or 
digital computers and video sources on a single screen. 
In addition, these computers can  be controlled with just 
one keyboard and mouse or touch screen.

V-Switch quad can process analog and digital video signals 
via DVI-I ports as both inputs and outputs. Various video 
modes up to 1920x1200,  including HDTV resolutions are 
supported. Additionally, any combination of input and 
output resolutions can be used. V-Switch quad also permits 
configuration of the EDIDs at the input ports. Computers  
with PS/2 and USB keyboard and mouse can be connected.

Operation
There are six different ways of switching between video 
channels and  display modes: front panel buttons, configu-
rable keyboard shortcuts (hotkeys), mouse (hotmouse 
function), via an external device configuration program, 
serial control devices via DCP-XML protocol, and touch 
screens.

Serial control, remote access, 
and touch screen compatibility

V-Switch quad supports external serial control via the 
DCP-XML protocol. In this way, it can be integrated into 
larger control and automation systems. 

Wide range of applications
Areas of application include monitoring systems, process 
control centers, server rooms, medical industries, broad-
casting, production and automation, aircraft and vehicles. 
In combination with projectors,  V-Switch quad is also used 
in presentations and conference rooms.

Combined with KVM over IP extenders, V-Switch quad 
enables location-independent remote control of the 
attached KVM  devices. V-Switch quad is compatible with 
many touch screen models.  While showing all sources 
simultaneously on the screen, they can be  controlled with 
the touch of a finger.




